
Copy r i gh t  ©  2007  E lec t r on i c  Thea t re  Con t ro l s ,  I nc .
A l l  R i gh t s  r ese rved .

P roduc t  i n f o rma t i on  and  spec i f i ca t i ons  s ub jec t  t o  change .
Pa r t  Numbe r :  7061M2550-06 .01  Rev  A

Re leased :  Augus t  2007

Assembly Guide
Production Dates: September 2004 - Present

ATTENTION: The part numbers listed in this guide may differ from the parts 
required for your particular Source Four fixture. Part numbers for 
fixtures change occasionally as parts are replaced or upgraded.

To ensure that you are ordering the proper part for your specific 
fixture, please contact your ETC dealer, or ETC Customer Service 
for assistance.



i Table of Contents

T a b l e  o f  C o n t e n t s

E TC ®,  Emphas i s ®,  Exp ress io n ®,  I ns i gh t™,  Imag ine™,  Focus™,  Ex p ress™,  Un i son ®,  Obsess ion ® I I ,  ETCNe t2™,  
ED MX™ ,  Sou rce  Fou r ®,  Rev o lu t i on ®,  Senso r ®,  and  WYSIL ink™ a re  e i t he r  r eg i s t e red  t r ademarks  o r  t r ademarks  
o f  E l ec t r on i c  Thea t re  Con t ro l s ,  I nc .  i n  t he  Un i ted  S ta tes  and  o the r  coun t r i es .

A l l  o t he r  t r ademarks ,  bo th  ma rked  and  no t  ma rked ,  a re  t he  p rope r t y  o f  t he i r  r es pec t i ve  owne rs .

ETC in tends  t h i s  documen t ,  whe the r  p r in ted  o r  e lec t ron i c ,  to  be  p rov ided  in  i t s  en t i r e t y .

Basic Assembly  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1

Lamp Socket Assembly . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2
Assemble lamp socket. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3

Housing Assembly . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4
Assemble housing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5
Cleaning the reflector. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6
Cleaning the lens . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6



Basic Assembly 1

Bas ic  Assemb ly

Reference 
Number

Part
Number

Description Quantity
Required

1 7061A2020 Zoom base assembly, black 1
7061A2020-1 Zoom base assembly, white 1

2 7061A2001 Lamp socket assembly, black (see Figure 2) 1
7061A2001-1 Lamp socket assembly, white (see Figure 2) 1

3 7061A3006 Yoke bracket, black 1
7061A3006-1 Yoke bracket, white 1

4 7061A4010-2 Zoom lens, clear/wave 1
5 7061A4010-1 Zoom lens, stippled/wave 1
6 HW5125 Bolt, carriage, 5/16-18 x.75, BO 1
7 HW5126 Washer, flat,.375 x.875 x.078, B/Z 1
8 HW5172 Bolt, Hex, 1/4-20 x 1, grade 5, B/Z 2
9 HW522 Washer, flat, 1/4, BZ 2
10 HW8144 Handle, yoke knob, black 1

HW8144-4 Handle, yoke knob, white 1
11 7061A3007 PAR gel frame, 7.25” 1
12 7061A4014 Gear, focus knob 1
13 7061A4013 Bushing, focus knob 1
14 7061A4015 Focus knob 1
15 HW2154 Screw, PPH, 6-19 x 1.2L, 48-2, Plastic 1
16 7061A4012 Lens Rotator, black 1

7061A4012-1 Lens Rotator, white 1
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Lamp Socke t  Assembly

Reference
Number 

Part
Number 

Description Quantity
Required

1 7060A3025 Screw, 1/4-20 x 1.55, knurled 1
2 7060A4019 Label, Fixture Warning 1
3 7061A3023 Burner, casting, black 1

7061A3023-1 Burner, casting, white 1
4 7061A3024 Strain relief, black 1

7061A3024-1 Strain relief, white 1
5 7061A4011 Focus handle, black 1

7061A4011-1 Focus handle, white 1
6 7061B7002 Ground Wire, 48” 1
7 HW2182 Screw, 6-32 x 1/4, PhPh, Taptite, zinc 1
8 HW3105 Screw, 8-32 x 1/2, PhPh, Taptite, SEMS 4
9 M706 Complete TP 22 CLCM assembly 1
10 W6195 Sleeve, fiberglass, 39”, black 1

W689-1 Sleeve, fiberglass, 39”, white 1
11 7060A4094 Label, 750W, handle, black 1

7060A4095 Label, 750W, handle, white 1
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Lamp Socket Assembly 3

Assemble  l amp  socke t

Tools Required:

• #2 Phillips screwdriver

Step 1: Install the ground wire (6) and the TP22 assembly (9) in the sleeving (10). See 
Figure 3.

Step 2: Snap the focus handle (5) onto the burner (3). See Figure 2.
Step 3: Secure the ground wire lug (6) onto the burner casting (3) using screw (7).

Step 4: Place the TP22 assembly (9) into the burner casting (3). See Figure 3).

Step 5: Insert the screws (8) into the four positions in the strain relief casting (4). See 
Figure 3.

Step 6: Position the sleeving assembly (10) as shown in Figure 3. Fold the sleeving so it 
fits cleanly in the slot between the burner and the strain relief.

Step 7: Place the strain relief (4) on the burner casting (3). Loosely attach the screws (8). 
The TP22 assembly (9) must be centered in the strain relief opening (4). See 
Figure 3.

Step 8: To guard against stripping the screws, tighten them in the order shown in Figure 
3.

Step 9: Make sure the focus handle is secure, then insert the knurled head screw (1) 
through the handle (5) into the burner casting (3). Tighten securely.

N o t e : Position the wires with the green ground wire on top of the two TP22 white leads. 
Make sure the green ground wire is not touching any part of the burner casting.

Figure 3
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Hous ing  Assembly

Reference 
Number 

Part 
Number 

Description Quantity
Required

1 7060A3100 Clip, gel retainer 1
2 7061A3013 Spring clip, rotator 1
3 7061A3014 Reflector, molded glass, coated, black 1

7061A3014-1 Reflector, molded glass, coated, white 1
4 7061A3025 Barrel, right, black 1
 7061A3025-1 Barrel, right, white 1
5 7061A2019 Barrel, left, black 1
 7061A2019-1 Barrel, left, white 1
6 7061A3029 Clip, rotator, pressure 1
7 HW492 Screw, 10-32 x 5/8, PhPH, Taptite 3
8 7061A4001 Pad, silicon, reflector mount 4
9 70614012 Lens rotator, black 1

70614012-1 Lens rotator, white 1
10 7061A4044 Label, ETC S4 PARNel, black 1

7061A4045 Label, ETC S4 PARNel, white 1
11 7061A4020 Lens pad 4
12 7061A4013 Bushing, focus knob 1
13 7061A4014 Gear, focus knob 1
14 7061A4015 Focus knob 1
15 HW2154 Screw, PPH, 6-19 x 1.2L, 48-2 Plastite 1
16 7061A4010-2 Zoom lens, stippled/wave 1
17 7061A4010-1 Zoom lens, clear/wave 1
18 HW750 Spring, retainer 1
19 HW4145 Screw, 10-32 x 3/8, PhPH, Taptite, BO 1
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Housing Assembly 5

Assemble  hous ing
Tools Required:

• Minimally padded work surface (cardboard, carpet, or rubber mat recommended)

• Phillips screwdriver

Step 1: Install the reflector mount silicon pads (8) in the left barrel assembly (5). Install 
the pads in two places on both sides. See Figure 4.

Step 2: With the wave side of the lens facing toward the front of the fixture, install the 
clear/wave lens (17) into the rear lens track.

Step 3: Assemble the focus knob assembly (12, 13, 14). Rotate the focus knob to the full 
spot position. The arrow on the focus knob will point approximately to the 11 
O’clock position.

Step 4: Place the focus knob assembly into the left barrel (5).
Step 5: Install the lens stop (10) and the rotator spring clip (6) into the lens rotator (9).
Step 6: Install the lens rotator (9) into the left barrel (5).
Step 7: Install the rotator pressure clip (6) into the left barrel with screw (19).
Step 8: Install the gel retainer clip (1) and the spring retainer (18) into the right barrel (4).
Step 9: Attach the right barrel to the left barrel using screws (7) in three places. Hand 

tighten only (25 inch pounds).
Step 10: Check that the gel clip retainer (1) moves easily into position.
Step 11: Check for smooth rotation of the lens rotator (9).
Step 12: Position the fixture with the front of the unit facing you, and tilted slightly 

down.With the wave side facing inward, install the stippled/wave lens (16) into 
the lens rotator (9). 

Step 13: Rotate the focus knob to the full spot position.
Step 14: Hold the lens by the edge and position it so the wave side faces the rear of the 

fixture. See Figure 5.
Step 15: From the top of the fixture, slide the lens behind the lens catchers and position 

its base behind the tabs on the bottom 4th lens rotator ring.
Step 16: Gently push the top of the lens inward until it snaps behind the spring clip.

W A R N I N G : This procedure may crack or break the reflector. Always wear gloves, safety 
glasses, and a dust mask when performing this procedure.

Spring clip

Clear/Wave 
lens

Focus knob

Retaining clip

Tab
Lens catcher

Retaining clip
Spring clip

Figure 5
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Pos i t i on ing  t he  s t i pp led  /wave  l ens .

Step 1: There are seven notches cut into the stippled side of the lens. Position the lens 
so the cluster of three notches is on top. The center notch of the cluster aligns 
with the spring clip on the lens retainer ring. See Figure 6.

Step 2: The bottom of the lens has a cluster of four notches. Place the two center notches 
behind the tabs at the bottom of the lens rotator ring.

Clean ing  the  re f l ec to r

Step 1: Remove the lens to expose the reflector so you can access it from the front of the 
fixture.

Step 2: Remove dust with a blast of oil-free air or wipe with a clean, lint-free cloth. 
Isopropyl alcohol, distilled water or a 50%-50% mixture of each can be used to 
clean the glass surface.

Step 3: Reinstall a lens before using the fixture.

Cl ean ing  the  l ens

Step 1: Remove dust with a blast of oil-free air or wipe with a clean, lint-free cloth. 
Isopropyl alcohol, distilled water or a 50%-50% mixture of each can be used to 
clean the glass surface.

Step 2: Reassemble the fixture.

W A R N I N G : Do not use ammonia-based or other harsh commercial cleaners. Clean 
reflector only as directed.
Commercially available glass cleaning agents should be avoided as they 
may contain ammonia, other harsh chemical detergents or abrasive agents. 
These cleaners may damage the glass surface and the Anti-Reflective 
coatings. Do not immerse or soak the glass in any cleaning solution.

W A R N I N G : Do not use ammonia-based or other harsh commercial cleaners. Clean lens 
only as directed.
Commercially available glass cleaning agents should be avoided as they 
may contain ammonia, other harsh chemical detergents or abrasive agents. 
These cleaners may damage the glass surface and the Anti-Reflective 
coatings. Do not immerse or soak the glass in any cleaning solution.

N o t e : The fixture must be disassembled in order to clean the rear clear/wave lens. See 
Assemble housing, page 5 and reverse steps 12-3.

Top center notch

Bottom two center notches

Figure 6
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